TECHNICAL AUDIO DEVICES LABORATORIES, INC.

INTEGRATED AMPLIFIER

A1000

TAD-A1000-S (Silver) TAD-A1000-K (Black) Rear panel

TAD-A1000 Specifications

W Power output: 250W at 1 kHz, 4Q MRated Distortion: Less than 0.05% at 1 kHz, 4Q 125W B Signal-to-Noise Ratio: 100 dB or more MFrequency Response: 10 Hz to 50 kHz, +0/-3 dB MGain: 41.5 dB EInput
Terminal (Impedance): 4 balanced inputs (100 kQ), 2 unbalanced inputs (50 kQ) lPower requirements: AC 120 V, 60 Hz (United States), AC 220 V to 230 V, 50 Hz/60 Hz (Europe/Asia) lPower consumption:
130 W EStandby Power Consumption: 0.5 W or less BDimensions: 440 mm (W) x 200 mm (H) x 553 mm (D) [17-21/64 in. (W) x 7-7/8 in. (H) x 21-49/64 in. (D)] MWeight: 29 kg (63.9 Ibs)

TECHNICAL AUDIO DEVICES LABORATORIES, INC.
28-8, Honkomagome 2-chome, Bunkyo-ku, Tokyo 113-0021, Japan
http://tad-labs.com
http://www.technicalaudiodevices.com

Note:Specifications, design and screenshots subject to modification without notice.
Product colors and illumination may differ in photographs from actual appearance, due to effects printing and photography.
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